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PRO-2000-TOD is an adapter that connects to the Internet via Wi-Fi or Ethernet and retrieves accurate data from a 

government time server.  It then generates a live message that displays time-of-day on any Limitimer signal light.   

The adapter can be installed between a Limitimer timer and one or more signal lights.  When it detects a timing message  

from the Limitimer console, it displays it.  Otherwise, it displays the time-of-day.   

PRO-2000-TOD can act as a network client that receives or sends messages to a remote Limitimer server. 

Its embedded Web server can interact with any mobile or desktop browser for quick setup.
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Specifications 
Size: 4.38" (L) x 2.85" (W) x 1.1" (H)

Weight: 4 oz.

Power: 12V via connected powered device or provided supply (11-/220 V AC)

Configuration: Via embedded Web server
Other: Cat-5 cable 1-meter supplied

Ports: 2 RJ45 for signal lights – output
1 RJ45 for Limtimer controller – input/output 
1 RJ45 for Ethernet up to 100 Base T 

Swithes: 1 push-button: Start Wi-Fi Access Point
1 toggle: time-of-day, none, Limitimer count-down 

Manufacture: USA with components sourced from USA, Canada and China. 

Wi-Fi: 802.11b/g; 2412-2484 GHz

MSRP: $195


