
PRO-2000-TOD

Serial-to-Ethernet Adapter

TCP Network Client

Time-of-Day Message Generator



Wi-Fi

Setttings

Connect to Wi-F, view available networks, 
and manage settings for joining networks
and nearby hostsops...

Wi-Fi

 i CueDoo

Limitimer-60324FDC

OSS  i 

 i MyAltice 6808bf8

 i NETGEAR

Hotel-de-ville  i 

JESDSNIU_EXT

PRO-2000-TOD Setup

Press CONFIG to start 
Access Point.  

Connect Wi-Fi to 
"Limitimer-XXXXXXXX."* 
Web page opens.  

Scan QR, or enter 
http://50.50.50.50.

*The default host name contains part of the MAC 
address.  A custom name, if set, also becomes 
the new SSID name.
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Select a Wi-Fi** network, 
enter password,  or select 
wired Ethernet.  

A network connection is 
necessary to enable the 
P R O - 2 0 0 0 - T O D  t o 
contact a government 
time server. 

Select Unlock to allow a 
router to assign valid 
network addresses.

O p t i o n a l l y ,  o n c e 
addresses are assigned, 
select Lock to fix them 
permanently.  Apply.

OSS (connected)

Scan...

qNetwork

PRO-2000-TOD

Time-of-Day Server

192.168.1.135

192.168.1.1

255.255.255.0

IP Address

Gateway

Netmask

Apply

OSS (connected)

Scan...

qNetwork

PRO-2000-TOD

Time-of-Day Server

192.168.1.135

192.168.1.1

255.255.255.0

IP Address

Gateway

Netmask

Apply

PRO-2000-TOD Setup
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**Wi-Fi can be unreliable in certain settings.  We 
recommend using a hard-wried Ethernet
connection to display Limitimer count-down time.
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PRO-2000-TOD

Time-of-Day Server

uSettings

uTime Time fix good

May 15, 2026
02:46:37 PM (DST)

uNetwork Connected

(GMT-5:00) Eastern Time (US & Canada)

12hr

qLimitimer Source Network

Server Path

Port

192.168.1.200

64444

Optional.  Enter a name 
for the device.  

This becomes the host-
name as it appears on a 
network.  

It also becomes the SSID 
of the config access point. 

Ti me - o f -d a y  ca n  b e 
pe rma nen t ly  sent  to 
Progam 4.  

With a separate display, 
both time of day and 
co u n t d o w n  t i m e  f o r 
Program 1, 2, or 3 can be 
displayed.

Select time zone.  

PRO-2000-TOD will 
connect to a US 
goverment time server 
(time.nist.gov), capture 
exact time and  translate 
to local time based on 
the time zone selection. 

Display as 24- or 12-hour 
clock. 

PRO-2000-TOD

Time-of-Day Server

blank for default

Always show time of Program 4

Device Name

Set

Show 0:00 when timer is off

uNetwork Connected

uTime Time fix good

May 15, 2026
02:46:37 PM (DST)

(GMT-5:00) Eastern Time (US & Canada)

12hr
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PRO-2000-TOD

Time-of-Day Server

uTime Time fix good

May 15, 2026
02:46:37 PM (DST)

qLimitimer Source Network

Server Path

Port

Status

Connect

192.168.1.200

64444

uSettings

uNetwork Connected

PRO-2000-TOD can act 
as a network client and 
connect to a remote 
timer server*.  

Enter the server's IP 
address and port.  

Limitimer Products

PRO-2000T - Count-down timer with four 
programs also available with integrated 
Bluetooth radio (PRO-2000TBT)

TP-2000X - RJ45-to-DB9 adapter that converts 
Limitimer binary message to easy-to-read ASCII 
strings at slower baud to allow integration with 
touch panel control systems.

TR-2000BT - Bluetooth transceiver capable of
communicating over distances up to 150-feet.

VC-2000 - Cat5-to-USB dongle and software
application to display Limitimer time or generated 
time-of-day on video

IP-2000X - Serial-to-Ethernet adapter with e-ink 
display, Wi-Fi radio and embedded Web server for 
configuration.

ASL4-ND3 - High quality 4-inch digital display
with program phase lights.  Available in 2-inch
size (ASL2-ND3) with integrated Bluetooth 
receiver

*Requires Dsan Network Extender IP-2000X.
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Time-of-Day Generator

+ 12V

(  )

 *Device MAC address

Timer or Time-of-Day

l
Blank

Time-of-Day only

l

Connections

Ethernet

Data

Limitimer

Time Server Wi-Fi  / AP

Config Default SSID: 
Limitimer-TOD-XXXXXXXX*

http://50.50.50.50

Start AP

Config

Primary timer or
Secondary controller

PRO-2000T

or Secondary controller

IP-2000X
"Server"

VC-2000

VideoClock®

Application

ASL4-ND3BT TR-2000BT

PRO-2000-TOD Connections

TP-2000X-LT

10:00AD DR SS

STA TUS

60ACCD3B

MARRIOTT GUEST

1 92 .168.1.112

CLIENTS  3

SE RV ER

N ETWR K

Ne twor k Exten der
IP-2000X

NetworkTimer

CueLigh t Wi -Fi

Confi g

12V

(  ) +

l

Perfec tCue

L imi tim er

Se lect 
D ev ic e

l
None

10:00

Primary timer

time.nist.gov

ASCII

APP Control

BluetoothTM

PSL-20V



Warranty
Instruments made by DSan Corp are warranteed 

against defects in materials and workmanship one 

year from date of shipment.  Any instrument which 

fails will be restored

Products and accessories 
available for purchase online:

www.dsan.com/shop

Limitimer user guides, bulletins, 
Q&As, firmware updates:

www.dsan.com/Networking
@

DSan Corporation
Roslyn Heights, NY 11577

Tel: 516 625-5608 
sales@dsan.com


